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Self regulating heating tape
faber® Heat Regular- FHR 85 °C 

Application: Self-regulating heating cable for freeze protection or temperature maintenance to 85 ºC.  It can be cut-to-length on 
site and exact piping lengths can be matched without any complicated design considerations.

Construction and technical data:
- Bus-conductors 
- Heat element 
- Electrical Insulation 
- Protective braid 
- Outer sheath
Conductor material: Cu, nickel plated

Heat element: self-regulating polymer (matrix)

Protective braiding: tinned copper

Insulation material: thermoplastic

Max. continuous operating temperature, swit-

ched on, °C:

+85 °C

Max. continuous operating temperature, swit-

ched off, °C:

+85 °C

Min. switch-on temperature: -65

Min. installation temperature: -40 °C

Temperature classification: ≤ 40 W/m 230 V T6 (85°C) / ≤ 31 W/m 277 V T6 (85°C) 

> 40 W/m 230 V T4 (135°C) / > 31 W/m 277 V T4 (135°C)

Supply Voltage: 12 - 277 (AC) V

Max. resistance of protective braiding: < 18,2

protection class: IP67

The products and information presented here are for technical calculation only. They are subject to technical progress and in no way represent the ability of 
shipment. Outer diameters are approximately.
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Max. heating circuit length at 230 V AC
$Typ start-up temperature circuit braker with charactaristic  C

10 A 16 A 20 A 32 A

FHR -85 - 10 W/m + 10 °C 136 m 198 m

FHR -85 - 10 W/m 0 °C 122 m 188 m

FHR -85 - 10 W/m - 20 °C 108 m 174 m 176 m

FHR -85 - 10 W/m - 40 °C 96 m 154 m 166 m

FHR -85 - 17 W/m + 10 °C 92 m 148 m 152 m

FHR -85 - 17 W/m 0 °C 84 m 134 m 144 m

FHR -85 - 17 W/m - 20 °C 74 m 118 m 136 m

FHR -85 - 17 W/m - 40 °C 66 m 106 m 128 m

FHR -85 - 25 W/m + 10 °C 74 m 118 m 124 m

FHR -85 - 25 W/m 0 °C 68 m 108 m 120 m

FHR -85 - 25 W/m - 20 °C 60 m 94 m 112 m

FHR -85 - 25 W/m - 40 °C 52 m 84 m 106 m

FHR -85 - 31 W/m + 10 °C 58 m 92 m 112 m

FHR -85 - 31 W/m 0 °C 52 m 84 m 104 m 106 m

FHR -85 - 31 W/m - 20 °C 46 m 74 m 92 m 100 m

FHR -85 - 31 W/m - 40 °C 42 m 66 m 82 m 94 m

FHR -85 - 40 W/m + 10 °C 46 m 74 m 92 m 98 m

FHR -85 - 40 W/m 0 °C 42 m 66 m 84 m 94 m

FHR -85 - 40 W/m - 20 °C 36 m 58 m 74 m 88 m

FHR -85 - 40 W/m - 40 °C 32 m 52 m 66 m 84 m

The values refer specially to the trace heating of pipelines and equipment.

faber® Heat Regular - FHR 85 °C -CT
Colour of outer sheath: blue

Sheathing material: thermoplastic

part 
no.

part name Rbv
[mm]

w
[mm]

h
[mm]

G
[kg]

072837 FHR-85-CT - 10 W/m at 10 °C 35 12.95 5.95 129

072838 FHR-85-CT - 17 W/m at 10 °C 35 12.95 5.95 129

072839 FHR-85-CT - 25 W/m at 10 °C 35 12.95 5.95 129

072840 FHR-85-CT - 31 W/m at 10 °C 35 12.95 5.95 129

072841 FHR-85-CT - 40 W/m at 10 °C 35 12.95 5.95 129

faber® Heat Regular - FHR 85 °C -CF
Colour of outer sheath: black

Sheathing material: fluoropolymer

part 
no.

part name Rbv
[mm]

w
[mm]

h
[mm]

G
[kg]

072842 FHR-85-CF - 10 W/m at 10 °C 35 12.65 5.65 148

072843 FHR-85-CF -  17 W/m at 10 °C 35 12.65 5.65 148

072844 FHR-85-CF - 25 W/m at 10 °C 35 12.65 5.65 148

072845 FHR-85-CF - 31 W/m at 10 °C 35 12.65 5.65 148

072846 FHR-85-CF - 40 W/m at 10 °C 35 12.65 5.65 148

Rbv Bending radius, fixed installation

w Width

h Height

G net weight per 1000
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