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PVC flat cable
MUNFLEX®-Flach-Spezial-X LiYY 

Application: PVC-insulated flat cables are used as trailing cable for crane installations, floor conveyer systems and shelf cont-
rol units.

- Light fastness of outer sheath color: excellent 
- Test voltage: VDE: 3 kV; UL: 6 kV

Construction and technical data:
Specification/Standard: UL-core style 10012 ; 105°C 600 V /UL-jacket style 2586 ; 105 °C 600 V / 

cUL-marking I/II A/B 105 °C 600 V FT1

Conductor material: copper, bare

Conductor construction: class 6 = extra fine stranded, up from 2.5 mm² class 5 = fine stranded

Insulation: PVC YW - UL 105 °C - 600 V - style 10012

Sheathing material: PVC YW - UL 105 °C - 600 V - style 2586

Colour of outer sheath: yellow  (similar RAL 1021)

Flame-retardant: VDE 0482-332-1-2/IEC 60332-1-2

Ozone-resistant: yes

Max. temperature at conductor, °C: 105 °C

Permitted outer cable temperature, fixed, °C: -40 °C

Permitted outer cable temperature, moved, °C: -40 - +105 °C

Min. bending radius, fixed installation: 10 x Ø

Bending radius, moving application: 15 x Ø

Maximum tensile strength at the conductor: 15 N/mm²

Operating speed festoon, m/min.: 240 m/min.

The products and information presented here are for technical calculation only. They are subject to technical progress and in no way represent the ability of 
shipment. Outer diameters are approximately.
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MUNFLEX®-Flach-Spezial-X LiYY
Nominal voltage Uo: 600 V

Protective conductor: no

Core identification: black, red, blue, orange, yellow, brown, red-black, blue-black, orange-black, 

yellow-black, brown-black, black-red

part 
no.

part name Rl
[Ohm/km]

w
[mm]

h
[mm]

Cu G
[kg]

120894 04x.2.5 7.98 18.8 5.8 96 217.37

120895 04x4 4.95 21.2 6.8 153.6 327.48

120896 04x6 3.3 24.4 7.6 230.4 418.27

120897 04x10 1.91 28.8 8.7 384 636.42

120898 04x16 1.21 36.8 11.2 614.4 1018.01

120899 04x25 0.78 43.2 13 960 1487.23

120900 04x35 0.554 49.2 14.6 1344 1988.81

120901 08x1.5 13.3 25.9 5 115.2 269.21

120902 08x2.5 7.98 35.6 5.8 192 428.71

120903 12x1.5 13.3 37.6 5.2 172.8 391.74

120904 12x2.5 7.98 52 5.8 288 639.84

Rl Conductor resistance

w Width

h Height

Cu Copper weight (GER)

G net weight per 1000


